
The AWS is simple to operate and maintain. The trailer mounted unit is completely self contained, and will operate in a broad 

range of environmental conditions from 34F-140F.   Little operator training is  needed:  one button starts and stops the unit, 

all pumping and shut-down is automatic. 

Low pressure to match aircraft TM of 170 PSI with  up to 12 GPM per wash wand meets the stringent requirements for air-

craft wash/rinse/decontaminate. High flow cuts cleaning time dramatically by effectively washing large area. 

Dual gun for two users and 200’ of total reach  speeds cleaning and rinsing operations.  Tow with HMMV, TUG, or other com-

mon AGE, surge brakes, 6” to 28” tow bar height.  Fully boxed custom frame, 500-gallon tank with baffles, water cooled diesel 

engine.   

AWSAWSAWS   

500 gallon holding tank 

One or two operators 

55 gallon soap capacity  

Hot water to 140F  

Turbine engine wash capability 

(TEWS) 

Run dry protection 

Auto fill for unattended fill-up  

Low RPM CARB tier 3 generator 

AGE retracting grounding cable 

Self contained and stand alone   

AGSE parking brake and DOT trailer 

Min 12-hour operation with on 

board fuel 

Internal and externally air 

transportable  

On board storage for components, 

spares, support equipment 

NEMA 4 electrical construction 

 

Aircraft Wash System (AWS)Aircraft Wash System (AWS)Aircraft Wash System (AWS)   
Self Contained, High Flow, Hot Water,  Self Contained, High Flow, Hot Water,  Self Contained, High Flow, Hot Water,     
Aircraft Safe Pressure Washing SystemAircraft Safe Pressure Washing SystemAircraft Safe Pressure Washing System   

Version 2.0 builtVersion 2.0 builtVersion 2.0 built---in high pressure foamer, aircraft safe 170 PSIin high pressure foamer, aircraft safe 170 PSIin high pressure foamer, aircraft safe 170 PSI   

SIMPLE TO USE:SIMPLE TO USE:SIMPLE TO USE:   
One button start/stop One button start/stop One button start/stop    

tamper proof pressure regulationtamper proof pressure regulationtamper proof pressure regulation   
200’ operational diameter200’ operational diameter200’ operational diameter   

easily spray 30’ up from operatoreasily spray 30’ up from operatoreasily spray 30’ up from operator   
no calibration neededno calibration neededno calibration needed   

Phone:  269 637 1997 
Fax:  269 637 0177 

Email: sales@riveer.com 

Riveer Environmental  
233 Veterans Blvd. 

South Haven, MI  49090 

AWS is multi-mode transportable and durable: Unrestricted highway use. Surge brakes.    
Transportable in accordance with  MIL-STD-209,  1791, and 913.  

US NAVY / US ARMY Approved For Fixed and Rotary Wing Aircraft 



 

Variable angle spray nozzle for efficient cleaning, far reaching spray pattern rinses quickly and reaches much higher than tradi-
tional nozzle designs—all at safe pressures for all aircraft. 

Operates on JP-8 or other common aircraft fuels or diesel. 

Operates from on board or external supplies of water for continuous use when clean water supply is available. 

Built-in air powered high pressure foamer.  Covers the side of an H-60 in less than a minute. 

Auto start and shutdown automates pumping cycle to assure minimum pump wear and reduce generator demand—no 
clutches or engine driven pumps. 

Fully ruggedized structure with custom frame provides low center of gravity, perimeter protection bumper, and no water col-
lection in or on frame—perimeter tube bumper ensures years of harsh use will not damage frame. 

500-gallon tank with baffles gives long run time when no water is nearby.  Baffles reduce free-surface-effect for transport 
safety. 

Robust AGE parking brake keeps trailer parked at extreme angles and prevents unintentional trailer movement 

Water cooled Kubota diesel 

Easily drained for storage and transport with large dump valves. 

    
     

  NSN:                                  AWS/P10170DT/M 
  Dry weight:         4200#________  
  l/w/h:                228” x 78” x 72”  
  Manufactured by:      Riveer Environmental     

Cage:        5X781_________ 

 Standards:  
NEC 2005   National Electric Code as adopted for 2005.  
MIL -STD-461  Requirements for the Control of Electromagnetic Interference 

Characteristics of Subsystems and Equipment  

MIL -STD-209K  Interface Standard for Lifting and Tie down Provisions  
MIL -STD-810F  Environmental Engineering Considerations and Laboratory 

Tests  

MIL -STD-810F  Environmental Engineering Considerations and Labora-
tory Tests  

233 Veterans Blvd.      South Haven, MI  49090 
888-857-7304                    sales@riveer.com                                      www.riveer.com 


